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About us

Mehravand’s beginnings are linked to polyethylene pipe industry and its affiliated fields.
The company was founded in Mashhad, Khorasan province in1999 with concentration on
its facilities and knowledge of the time. Honor to say that we devote ourselves for
producing high-quality polyethylene pipes.They are also manufactured with DIN 8072 LDPE,
DIN 8074 HDPE ISIR NO 14427-2.

Mehravand is one of the biggest suppliers of PE pipe in Khorasan for water supply, sewage,
urban gas distribution and pressurized irrigation systems. It is notable to mention
that Mehravand pipes are guaranteed against any defects in quality for a period of 10
years, though average life of these pipes are about 50 years.

What we supply

polyethylen pipes
PE pipes involve high destiny (HDPE)and low destiny (LDPE).

HDPE pipes are manufactured from High Density Poly Ethylene Polymers PE 80, PE 100.

HDPE pipes are available in sizes 20mm to 400 mm outer diameter and in pressure rate ranging
from PN 3.2 to PN25.
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Mehravand

LDPE pipes are manufactured from Low Density Poly Ethylene Polymers PE 32, PE 40. LDPE Pipes

are available in sizes from 16mm up to 32mm.
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Applications

— Water mains and potable water supply

- Sewerage main and Drain lines

— Power station pipelines

- Surface water drainage

- Domestic applications

~ Irrigations and Sprinkler system

- Industrial/chemical diffluent disposal system

- Salt water application

Features and Specifications

~Excellent corrosion and chemical resistance to most acidic and alkaline solutions.
-Light weight.

-Easy to handle and transport.

-Excellent flow characteristics.

-Smooth inner wall minimizes frictional losses and scaling due to precipitation.

-Available as per DIN-8072, DIN-8074,1SO 9001:2008

-Urbon gas(propan) distributions system is perfectly possible
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Irrigation tapes
We offer irrigation tapes which are best recommendation from technical specialist
include :Stripper tapes and Flat drip irrigation tapes.

Applications
-For surface or long lasting sub-surface drip installations
-For Agriculture, Greenhouse (traditional Linear Crops, Extensive Row Crops)

Advantages and benefits

- water delivery directly to root zone

-excellent uniformity enable us to have same discharge (Debi)from the first
dripper to the last one

-savings in water and fertilizer

-suitable for single or multiple cropping

-Improving yields and crop quality

-Excellent resistant to chemicals, ultra-violet rays, fertilizers and high temperature
-Reliability and Durability

-Cost, Energy and Labor saving

StripperTapes

Outlet Exceptional HOOF type of channel Inlets

Main Features

-Exceptional HOOF type of channel - it makes excellent pressure reducing (Patent)
-High clogging resistance with double internal filters

- Superior CV & EU with linear type (not emitter type)

Emitter Spacing Commonly Used Crops
10cm All Crops
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» Flat drip irrigation tapes Outlet

' Main Features
-High clogging resistance
-Excellent CV&EU
-Various spacing between emitters for many applications
-Accurate spacing between emitters

-Integrated filter inlet and self cleaning characteristic

Emitter
Spacing Commonly Used Crops

20cm Chili,Cut flowers,Melon,Onion ,Pepper,Potato,Strawberry,Tomato

Alfalfa ,Asparagus, Banana, Broccoli ,Cauliflower , Celery Corn, Cotton, cucumber,
30cm Eggplant,Garlic,Leafy,Vegetables,Lettuce,Onion,Pepper,Potato,Pum pkin,Rose,Spinach,

Squash,Strawberry,Sug arcane,Tobacco,Tomato, Turnip, Watermelon

Laboratory

All polyethylene resins undergo quality control procedures and all necessary testing
certifications according to international standard by expert technicians. After productions
are completed, specifications are verified in the laboratory. Short term and long term

physical characteristics are determined and meeting standard values are offered to the market.

List of testing

- Density

- Melt flow index(MFI)

- Tensile

- Slow Crack Growth Resistance(ESCR)
- Hydrostatic pressure

- Carbon black content

- Dispersion

- Reversion longitudinal
-Oxidative induction time(O I T)
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High Density Polyethylene
According to ISIR 144427-2

MonuaTtuneH Bbicokoro [laBneHus
B coorBetcTBUM C ISIRI 144427-2

PES80 | PN3.2 PN 4 PN 5 PN6 | - PN10 PN 16 PN 20 PN 25
PE100 PN4 PN5 PN6 PNS | PN 16 PN 20 PN 25 —
SDR a 33 21 74 6
S S S S S S S S 775
D 20 16 10 8 6.3 5 4 3.2 2.5
20 2 |0114| 23 0133 | 3 |0.160| 3.4 |0.180
25 2 |0147| 23 [0471| 3 | 0208 35 |0.240 | 4.2 |0.278
- 2 [0191| 24 |0232| 3 |0275| 36 [0.327 | 44 |0.386 | 5.4 |0.454
40 1.8 |0227| 2 |0243| 24 |0205| 3 [0356| 3.7 | 0430 | 45 0509 | 55 |0.600| 6.7 | 0.701
50 18 |0.287| 2 |0314| 24 |0374| 3 [0453| 37 |0549| 46 |0.666| 56 |0.788 | 6.9 |0.936 | 83 | 1.09
63 | 1.8 |0364| 2 [0399| 25 [0494| 3 [0580| 3.8 [0.721| 47 |0.873 | 58 [1.050 | 7.1 |1.260 | 8.6 | 1.470 | 10.5 | 1.730
- 2 |0457| 23 [0551| 29 |0.675| 36 |0.828 | 4.5 | 1.02 | 56 | 1.24 | 6.8 | 1.47 | 84 | 1.76 | 103 | 2.09 | 12.5 | 2.44
9 | 2.2 |0643| 28 |0.791| 35 |0978| 43 | 118 | 54 | 146 | 67 | 1.77 | 82 | 212 [ 101 | 254 (123 | 3 | 15 | 351
110 | 2.7 [0943| 34 |147| 42 | 143 | 63 | 1.77 | 66 | 217 | 81 | 262 | 10 | 3.14 | 123 | 3.78 | 15.1 | 4.49 | 18.3 | 5.24
125 | 31[123| 39 [151| 48 | 184 | 6 | 227 [ 74 | 276 | 92 | 337 | 114 | 408 | 14 | 487 [ 17.1 | 577 | 20.8 | 6.75
_ 35(154| 43 | 188 | 54 | 232 | 67 | 283 | 83 | 346 | 103 | 422 | 127 | 5.08 | 157 | 6.11 [ 19.2 | 7.25 | 233 | 8.47
160 4 | 2 | 49 |242| 62| 304 |77 |372|95|452|11.8| 55 | 146 | 6.67 | 17.9 | 7.96 | 21.9 | 9.44 | 266 | 11
180 | 44 | 249| 55 | 307| 69 | 379 | 86 | 467 | 10.7 | 571 [ 133 | 6.98 | 16.4 | 842 | 201 | 10.1 | 246 | 11.9 [ 209 | 14
200 | 49 |305| 62 |384| 77 | 469 | 96 578|119 705 | 147 | 856 | 182 | 10.4 | 224 | 124 | 27.4 | 148 | 332 | 17.2
— 55 |386| 69 |477| 86 | 589 | 108 | 7.3 [ 134 | 893 | 166 | 109 | 205 | 131 | 252 | 15.8 | 30.8 | 18.6 | 37.4 | 21.8
250 |62 |483| 77 |592| 96 | 7.3 [11.9| 893 | 148 | 11 [184 | 134 | 227 | 162 | 279 | 194 | 342 | 23 |415| 267
280 | 69|59 |86 | 74 |107| 91 [134 | 11.3 | 166 | 13.7 [ 206 | 168 | 254 | 20.3 | 31.3 | 24.3 | 383 | 28.9 | 46.5 | 33.8
315 |77 |752| 97 |937|121 | 116 | 15 | 142 | 187 | 174 [ 232 | 212 | 286 | 256 | 35.2 | 30.8 | 43.1 | 36.5 | 52.3 | 42.7
8.7 [9.55 (109 | 11.8 [ 136 | 146 | 169 | 18 [21.1 | 221 | 26.1 | 269 | 322 | 325 | 39.7 | 39.1 [ 485 | 465 | 59 | 54.3
400 | 98 |121 123|151 |153 | 186 | 19.1 | 229 (237 | 28 |29.4 | 341 | 363 | 41.3 | 44.7 | 496 | 54.7 | 58.8

We are allowed to roll 90,110sizes(SDR17)
We are allowed to roll 20,25,32,40,50,63,75sizes(SDR21)

Pasmepsi 20,25,32,40,50,63,75 npenocraBnsioTca B 6yxtax (SDR21)

Pa3smepbi 90,110 npeaocraBnsaTca B 6yxrax (SDR17)

Low Density Polyethylene

MonuatuneH Huskoro [laBnexnus

PE 32 40

PN 25 4 25 | a4
D S S S
20 13 1.5 1.2 1.5
16 1.2 14 1 1.2

Kg/m

Weight of per meter
Bec kaxporo 1 meTpa
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